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The Ikegami HDL-51 is a compact single piece full digital
2/3-inch HDCMOS camera system incorporated into an
extremely compact chassis and packed with
features and performance associated with larger and more
expensive HD camera products. 2.5M pixel CMOS sensors
are employed to achieve superb picture quality and the
HDL-51 supports all HD formats including 1080/50i,
1080/59.94i, 1080/23.98p, 1080/25p, 720/59.94p and
720/50p.

12-bit A/D conversion and fully digital processing through
the use of 0.18 -micro m design rule ASIC have been
achieved with a fully digital stream through the camera HD-
SDI output ensuring signal integrity, repetit ive
high picture quality and stable reliability. A HD Analogue
output from the camera head is also available.

The Ikegami HDL51 can be supplied as a standalone unit
(Wireless RCP option also available) or in conjunction with
the Telecast POV single mode fibre transmission
system for remote operation allowing for seamless integration
into HD broadcast environments. When combined with the
ACS SMART head remote system, this provides a cost
effective HD POV solution for a range of HD broadcast
applications from sports events to entertainment and reality
programmes.

Aerial Camera Systems
“the world’s leading specialist
                                          camera  company”

Ikegami HDL-51 C
a

m
e

ra
s
 &

 R
e

c
o

rd
e

rs



Aerial Camera Systems
“the world’s leading specialist
                                          camera  company”

C
a

m
e

ra
s
 &

 R
e

c
o

rd
e

rs

A E R I A L  C A M E R A  S Y S T E M S  L I M I T E D
I N N O V A T I O N  H O U S E,  D O U G L A S  D R I V E,  G O D A L M I N G,  S U R R E Y   G U 7  1 J X   U K

T E L E P H O N E :  + 4 4  ( 0 )  1 4 8 3  4 2 6 7 6 7   F A X :  + 4 4  ( 0 )  1 4 8 3  4 1 3 9 0 0
E - M A I L :  info@acsmedia.com   W E B :  www.acsmedia.com

Ikegami HDL-51 Technical Specifications

Rating/Performance
Scanning System

Image Sensor
Effective Picture
Elements

Optical System
Lens Mount

Output Signals

Sensitivity
S/N
Horizontal Resolution
Optical Filter

Gain Control

Operating Temperature
Operating Humidity
Power Requirement
Power Consumption
Weight Approx

HDL-51
1080 (50Hz) interlaced,
1080(59.94Hz) interlaced
1080p (23.98Hz) Progressive,
1080p (25Hz) Progressive
720p (50Hz) Progressive /
720p (59.94Hz) Progressive
2/3-inch 2,200,000 pixel CMOS Sensor

H1920 x V1080 (1080i format)
H1280 x V720 (720p format)
2/3-inch 3 CMOS, f1.4
2/3-inch Bayonet(B4)
(conforms to BTAS-1005B)
HD SDI signal (BNC 2ch): SMPTE292M
Video signal (1ch): Analog R,G,B / Y,
Pb,Pr selectable
Camera Link (1ch): (Option)
Phase reference signal 1ch:
3 level sync 0.6Vp-p
F8 at 2000 lux
-54dB (Y)
1000 TVL (1080i)
3200K, 5600K, 5600K+1/8ND,
5600K+1/32ND
0dB, +6dB, +12dB, +18dB, +24dB,
+30dB
-10°C ~ +45°C (+14°F ~ +112°F)
30% ~ 90% (Non-condensing)
DC12V ( 11 ~ 16V)
Approx. 20W
1.5kg ( 3.3 lbs)

Technical Specifications cont’d

Dimensions W90XH103XD180mm
(W3.54XH4.06XD7.09inches)


