
Aerial Camera Systems
“the world’s leading specialist
                                          camera  company”

The Sony 570/T450 camera is a 3 CCD 2/3 inch broadcast
standard camera where the optical block (T450) is split
from the main camera body for utilisation as a lightweight
and compact camera head without the loss of picture quality.
The camera which is 4:3/16:9 switchable, can be used as
part of a camera chain with a standard triax back and CCU
or as a standalone unit for use with microwave links or
alternatively direct to tape, allowing for seamless integration
into the broadcast environment.

The Sony 570/T450 is integral to all ACS standard definition
systems from remote heads to stabilised mounts and
provides the perfect solution for SD POV, camera tracking
and aerial broadcast applications without the need to
compromise on camera performance.

The Sony 570/T450 camera is also available in NTSC
format.
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Technical Specifications cont’d

-20˚C to +50˚C
(-4˚F to +122˚F)
0.75 kg (1 lb 9 oz)
See the figure below,
Unit:mm (inches)

Storage temperature

Mass
Dimensions

Sony 570/T450 Camera Technical Specifications

(CCD's) 3-chip 2/3 inch IT CCD (16:9)
NTSC: 1038 (H) x 504 (V)
PAL: 1038 (H) x 594 (V)
1; 3200K
2; 5600K + 1/4 ND
3; 5600K
4; 5600K + 1/16 ND

Unavailable
F8.0, 2000 lx (3200, 89.9% of
reflection)
About 1 lx (F1.4 lens, +36dB)
NTSC: 63 dB (typical)
PAL: 61 dB (typical)
700 TV
NTSC: 400 TV, 450 TV (EVS)
PAL: 450 TV, 530 TV (EVS)
less than measured threshold
value (except lens)
1/60 (PAL), 1/100 (NTSC),
1/125, 1/250, 1/500, 1/1000,
1/2000
-3 dB, 0 dB, +3 dB, +6 dB,
+9 dB, +12 dB, +18 dB,
+24 dB, +30 dB, +36 dB
NTSC: 1/60.1 to 1/7000
PAL: 1/50.2 to 1/9000

17.5 W
10.5 V 17 V
-20˚C to +45˚C
(-4˚F to +113˚F)

Pick-up device
Picture elements

Built in Filter

CC/ND filter remote control

Sensitivity

Minimum illumination
S/N

Horizontal resolution
Vertical resolution

Geometric distortion

Shutter Speeds

Gain

CLS

Power draw (when attached to the camera)

DC input
Operating temperature
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