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The Sony HDC 1500 with HKC-T1500 adaptor camera is
a 3 CCD 2/3 inch High Definition camera where the optical
block (HKC-T1500) is split from the main camera body for
utilisation as a lightweight and compact camera head without
loss of picture quality and functionality. The camera, which
is switchable across all the common HD formats (see below),
can be used as part of a camera chain with SMPTE fibre
(1500) or Triax (1550) back (fibre to triax adaptors also
available) and CCU, or as a standalone unit for use with
HD microwave links or alternatively direct to tape, allowing
for seamless integration into the HD broadcast and
production environment.

The Sony HDC1500/1550 camera with HKC-T1500 adaptor
can be hired as a standalone unit or integrated with
SMARThead for a full remote head solution. It is also
incorporated into the HD Cineflex V14 Stabilised Camera
Mount providing the perfect solution for High Definition
POV, camera tracking and aerial broadcast applications
without the need to compromise on camera performance.
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Sony T1500/1550 Camera Technical Specifications Technical Specifications cont’d

ND:

Sensitivity (1080/59.94i):
Signal-to-noise ratio
(1080/59.94i):
Horizontal resolution
(1080/59.94i):
Registration:
Shutter speed selection:

Modulation depth:

Input/output connectors
Audio input (CH1):

HDC1550
A: CROSS, B: 3200K, C: 4300K,
D: 6300K, E: 8000K
HDC1500
1: CLEAR, 2: 1/4ND, 3: 1/8ND,
4: 1/16ND, 5: 1/64ND
HDC1550
1: CLEAR, 2: 1/4ND, 3: 1/16ND,
4: 1/16ND, 5: 1/64ND
F10 at 2000 lx (3200K, 89.9% reflectance)

54 dB (typical)

1000 TV lines (at center)
Within 0.02% (all zones, without lens)
HDC1500
1/100, 1/125, 1/250, 1/500, 1/1000,
1/2000 s (1080/59.94i)
1/60, 1/125, 1/250, 1/500, 1/1000,
1/2000 s (1080/50i)
HDC1550
1/100, 1/125, 1/250, 1/500, 1/1000,
1/2000 s (1080/59.94i)
1/60, 1/125, 1/250, 1/500, 1/1000,
1/2000 s (1080/50i)
45% horizontally (typical) (800 TV
lines at center, 27.5 MHz, with typical
lens)

HDC1500
 XLR-3-pin (female) (1), mic or front
mic or line selectable

Power requirements:

Operating Temperature:
Storage Temperature:
       Weight Approx:

Camera
Pickup device:
Effective picture elements (H x V):
Signal format:

Spectrum system:
Lens mount:
Built-in filters
CC:

HDC1500
240 V AC, 1.4 A (max.)
180 V DC, 1.0 A (max.)
12 V DC, 7 A (max.)

HDC1550
180 V DC, 1.0 A (max.)
12 V DC, 7 A (max.)

-4 °F to +113 °F (-20 °C to +45 °C)
-4 °F to +140 °F (-20 °C to +60 °C)
HDC1500
9 lb 15 oz (4.5 kg)

HDC1550
10 lb 13 oz (4.9 kg)

 3-chip 2/3-inch type CCD
1920 x 1080
HDC1500
1080/50i, 59.94i, 23.98P, 24P, 25P,
29.97P, 1080/50P*, 59.94P*
720/50P, 59.94P
HDC1550
1080/50i, 59.94i, 23.98P,24P, 25P,
29.97P
720/50P, 59.94P
F1.4 prism system
Sony bayonet mount

HDC1500
 A: CROSS, B: 3200K, C: 4300K,
D: 6300K, E: 8000K
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Sony T1500/1550 Camera Technical Specifications Technical Specifications cont’d

Remote:
Lens:
Viewfinder:

HKC-T1500
Power requirements for
camera input:
Operating temperature:
Operating humidity:
Weight:

CCD block adaptor I/F
Camera cable:
MIC IN:
LENS:
VF:
Intercom:
Cable adaptor I/F
Camera cable:
MIC OUT:
VF:
INCOM:

8-pin (1)
12-pin (1)
20-pin (1)

13.5 to 17.0 V DC
-4 °F to +113 °F (-20 °C to +45 °C)
10% to 90% (no condensation)
Cable adapter: approx. 1 lb 2 oz
(0.5 kg)
CCD block adapter: approx. 4 lb 3 oz
(1.9 kg)
(with CCD block)

55-pin multicore cable connector (male)
XLR-3-pin (female) (1)
12-pin (1)
20-pin (1)
XLR-5-pin (female) (1)

55-pin multicore cable connector (female)
XLR-3-pin (male) (1)
20-pin (1)
XLR-5-pin (male) (1)

Audio input (CH2):

Mic 1 input:
Return control input:
Prompter output/Genlock
input/Return input:
Prompter 2:

DC input:
DC output:
Test output:
SDI 1 output:

SDI 2 output:

Earphone output:
CCU:

HDCU/HDTX:
Tracker:
Crane:
Intercom 1:
Intercom 2:

HDC1550
 XLR-3-pin (female) (1), mic or front
mic or line selectable
HDC1500
XLR-3-pin (female) (1), AES/EBU
or mic or line selectable
HDC1550
XLR-3-pin (female) (1), mic or line
selectable
XLR-3-pin (female) (1)
6-pin (1)

BNC type (1), 1.0 Vp-p, 75 ½
HDC1500
BNC type (1), 1.0 Vp-p, 75 ½
XLR-4-pin (1), 10.5 to 17 V DC
4-pin (1), 10.5 to 17.5 V DC, 1.5 A (max.)
BNC type (1), 1.0 Vp-p, 75 ½
HDC1500
BNC type (1) HD-SDI
HDC1500
BNC type (1) HD-SDI/SD-SDI
selectable (without embededd audio)

Stereo minijack (1)
HDC1500
Electro-optical connector (1)
Triax connector (1)
10-pin (1)
12-pin
 XLR-5-pin (female) (1)
XLR-5-pin (female) (1)

* 1080/59.94P and 1080/50P signals can be output only from the
HDC-1500 camera head in a stand-alone configuration.


