
Aerial Camera Systems
“the world’s leading specialist
                                          camera  company”

OUTPUTS SPARE FOR CLIENTS USE: Aux 1 two channels 8 amps
max. Aux 2 eight channels 2 amps max.
MOUNTING BASE: Standard Mitchel

CONTROL:
LINK FROM PEE-POD TO OPERATOR: RS232 Data
Line at 1200 Baud
FUNCTIONS CONTROLLED BY DATA LINE: Pan, Tilt, Zoom, Focus
CABLE USED FOR LINK TO PEE-POD: Plain 3 core (domestic use)

Technical Specifications cont’d

The Peepod 1000 remote head is specifically designed for
use with television cameras and offers a unique blend of
precision and performance, that is both smooth and
extremely responsive.

Fitted with a full size broadcast camera and a full ENG lens
the Pee Pod 1000 features slip rings to allow continuous
360° rotation in pan and tilt. The control desk contains
features such as stored moves and software end stops.
Typically the control data can be fed into the Camera CCU
allowing it to be fed up the triax. Alternatively a separate
cable can be run which can be up to 2000m. The head is
powered by 24V either from a battery or mains power supply.

The Peepod 1000, which can be mounted in a sitting or
hanging position, is able to be fitted with a range of Broadcast
Cameras and ENG style lenses which are normally supplied
by the client.

Peepod 1000

Technical Specifications
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HEAD:
HEIGHT:
WIDTH:
DEPTH:
WEIGHT:
MAX RECOMMENDED
BALANCED LOAD:
PAN & TILT MOVEMENT:
SPEED RANGE PAN & TILT:
POWER TO HEAD:
POWER CONSUMPTION
BY HEAD: 
NUMBER OF SLIP RINGS:
OUTPUTS AT CAMERA PLATE: BNC 75 Ohm Triax 50 Ohm
4 Pin XLR 12/24 volt DC Zoom output Focus output

27in (685mm),
15in (381mm),
7in (178mm)
32lbs (14.5 kgs)

401bs (18.2 kgs)
360 degrees continuous
2 secs to 24 Hours
24v DC

Max. 7.5 amps Avg. 3 amps
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