“the world’s leading specialist
camera company”

Aerial Camera Systems

gesiqan anad manuractuure or original eguipiment. eXCIUSIvVe
to ACS and offers very high performance and flexibility.
The principle objective was to create a compact remote
head to support ACS detachable chip block and brick style
cameras. The design incorporates zero backlash gear
components to ensure the best motion performance and
distributed microprocessors offer unparalleled functions
and control versatility.

SMARThead can be used in sitting or hanging orientation
and has a wide variety of choices for rigging attachment
and control cabling options. The operator control desk is
well laid out and uncluttered with controls such as pan and
tilt sensitivity and sense (normal/reverse) easily accessible.
In addition a menu driven display allows many more detailed
control options than are available with other remote heads.
The entirely digital construction of the electronics ensures
that there is no drift and consequently no nulling is required.
Lens control is also digital and combines lens feedback.
The SMARThead currently supports all Fujinon and Canon
lenses with Digi-handgrips.
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SMARThead Technical Specifications Technical Specifications cont'd
MAXIMUM PAN RATE MAX. 360 degree in 2 seconds Display offers lens readout, settings information and head

diagnostics
MAXIMUM PAYLOAD 15 Kg ,9.
HEAD WEIGHT 5.1 Kg without camera or lens %
CONTROL DATA OPTIONS §
DIRECT RS485 3 Pin XLR audio (1000 metres) 7
VIA FIBRE ACS fibre HD SDI+Data system

CONTROL FEATURES:

Force sensitive joystick (16 bit ADC) plus optional displacement
hall effect joystick

Pan, Tilt, Zoom, Focus sensitivity and normal/reverse sense
APZ/Zoom rate multiplier with proportional control
Repeatable positions (x30) for PTZF shot box

Multi head selection use multiple heads from a single control
desk

Camera video return switching via volt free relay (for external
control) for dual head applications

Extensive pan & tilt limit controls at head and desk with status
indicators
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