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The Pictorvision XR, is an advanced open mount, digitally
controlled and gyro-stabilised camera platform capable of
supporting and stabilising film and video camera packages
up to 70Kg at film camera focal lengths of 3000mm or more.

The system is extremely flexible and can be mounted in
hanging or sitting mode on camera cars, boats, cranes as
well as rail camera and flown wire systems. The XR can
be either configured for 2 axis operation or in 3 axis where
it is capable of maintaining a level horizon regardless of
the angular changes encountered by the mount.

From simple shots to demanding VFX plates, the Pictorvision
XR is able to meet your requirement for stabilised images
on set or location and provides rock solid performance in
the most demanding of environments.

Pictorvision XR
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System supplied in partnership with Pictorvision
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3-Axis: Pan/Roll/Tilt Mode
- At level look out roll is +/- 89 degrees
- Max. roll angle increases with look down angle
- No limitation on look down angle
For most cinematic applications this configuration yields the most flexibility

3-Axis: Pan/Tilt/Roll Mode
- Continuous roll at level look out
- Maximum look down angle of -89 degrees when crane arm is
  parallel to the ground
- Look down angle increases as arm tilts up

2-Axis: Pan/Tilt Mode
This configuration is suitable for relatively static environments
where the mounting interface will not encounter angular changes
greater than +/- 3 degrees (note: the camera is still stabilized in all
3 axis)

Overall Dimensional Information
Because the XR is so configurable, we refer to its overall size in
terms of its sphere of influence
- Overall size, depending on camera package, is from a 24 to 44
  inch cube
- 3-axis weight: 115 lbs without camera package
- 2-axis weight: 90 lbs without camera package
- Lens distance from Mitchell adapter is between 18-26 inches,
depending on congifuration (average 22 inches)

Power Options
- 110V /240V  AC 2kw generator if alone. 3kw if sharing
   with video assist
- 30V 40 amp hour battery
  (Nominal usage: 28V DC 6 ampl avg / 20 amp peak)

Technical Specifications cont’d

- Inverters not recommended

Payload
- Payload capacity up to 150 lbs
- Compatible with most camera packages including large format

Equipment Supplied with the XR
- Standard 2.1 GHz Wireless Preston FI+Z
- Power and remote start cable for most cameras
- Propreitary bridge plate and dovetail for the camera
- One witness camera
- Operator’s cart with monitor mount and monitors

Camera Configuration Information
- Set-up time in a basic configuration is under one hour
- Time required for lens changes: prime-to-prime or zoom-to-zoom
  is less than 5 min
- Reload time is the same as a camera in studio mode
- Stable to 5 micro radians
- Capable of stabilizing a 3000 mm lens
- Full rotational travel in all 3 axis
- Multiple steering modes
- Complete dynamic gain control
- Precision of a geared head, or the ability to filter out unwanted hand
  motion at the wheels or joystick
- 100 % digital control
- Steering at rates up to 200 degrees / second

Shipping information:
- The XR ships in 5 cases
- Total shipping weight of 515 lbs
- Operator’s cart ships in two pieces totalling 75 lbs (this is optional
  equipment)


